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―U‖ Series—PolyUrethane Panel Building System

The high performance ñUò Series, our traditional 

PolyUrethane filled product line, meets strenuous 

enclosure requirements in a cost effective manner.  Each 

individual panel is perimeter framed in 16 ga. galvanized 

steel with a dense polyurethane core sandwiched between 

top and bottom sheet steel to ensure extreme structural 

strength and insulation.  The factory pressure-injected 

PolyUrethane core produces R-23.23 insulation value in a 

3ò thick R-Panel (Ridged).  Custom welded options can be 

built into customer specified panels.  The Galvalume® R-

Panel (Ridged Panel), comes pre-painted with siliconized

polyester which carries its own 20 year warranty against 

cracking, peeling, or fading. Like the sealant in the ñSò 

Series, the ñUò Series polyurethane sealant applied 

between all panel connections is also protected from UV 

deterioration and forms a watertight barrier.  

In summary, the ñUò Series includes 16 ga. perimeter 

channel frames, R-23.23 insulation in a 3ò thick R panel, 

custom welded options built into the panels, and a 20 year 

warranty on the exterior Galvalume.

―S‖ Series—PolyStyrene Panel Building System

The ñSò Series design provides an economical solution for 

your enclosure needs with up to 40% cost and field 

erection savings.  The patented Snap-N-LockTM panel 

connection easily joins together each panel while forming 

a continuous insulated foam interface and structural 

strength to each panel.  The built in PolyStyrene core 

produces an impressive R-12 insulation value in a 3ò thick 

panel while the internal panel locking system eliminates 

the need for additional fastening methods at the joint for a 

smooth, clean look.  Fabricated under several quality 

control checkpoints, each panel is laminated under 

pressure with a waterproof adhesive which has the highest 

ICBO approved rating.  The 26 ga. embossed zinc 

galvanized steel comes pre-painted in baked on, roll 

coated, polyester with a 10 year warranty.  The sealant 

reservoir protects the sealant from  UV deterioration and 

forms a waterproof seal.  

In summary, the ñSò Series includes the Snap-N-Lock 

panel connection for quick erection, R-12 insulation in 3ò 

thick panels, and an attractive, smooth, clean joint on the 

interior and exterior.

Product Cut Sheets
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Technical Specifications & Product Line Comparison

―S‖ Series—PolyStyrene

Panel Building System

―U‖ Series—PolyUrethane 

Panel Building System

Materials & Construction

Panelsð26 ga. Galvanized Steel (ASTM-

A653), pre-painted with polyester, roll formed to 

produce a patented locking system with 

polystyrene foam pressure laminated in 

between interior/exterior steel skins

Panel FramesðGalvanized 16 ga. (ASTM A-

653) G90 forming steel, U-Channel design, 

Interior/Exterior Sheetingð22-26 ga. 

Galvalume (ASTM A-792), 20-Year Warranty, 

Baked on Siliconized Polyester; Bonded to 

polyurethane foam and riveted to U-channel 

framework

Insulation

PolyStyrene Foam, Expanded

Laminated under pressure with an adhesive

Thermal resistance valueðR-4 per inch

Compressive Strengthð10-14 psi

Tensile Strengthð16-20 psi

Shear Strengthð18-22 psi

STC classð51

Flame Spreadð5 (ASTM E84-91a, 4ò thick)

Smoke Developedð170 (ASTM E84-91a, 4ò thick)

PolyUrethane Foam, Closed Cell, Rigid

Pressure Injected into Panel Cavity 

Thermal resistance valueðR-7 per inch 

Compressive Strengthð23 psi

Tensile Strengthð21 psi

Shear Strengthð19 psi

Panel Thickness 3, 4, or 6ò Thick 3, 4, or 5ò Thick

Panel Density 1lb./cubic foot 2 lbs./cubic foot

Panel Increments 4ô standardðCustom widths welcome 3ô standardðCustom widths welcome

R-Value Insulation

R-12 in 3ò Thick Flat Embossed 26 ga.

R-16 in 4ò Thick Flat Embossed 26 ga.

R-24 in 6ò Thick Flat Embossed 26 ga.

R-23.23 in 3ò Thick R-Panel (1-3/4ò Hi-Rib fill)

R-30.23 in 4ò Thick R-Panel (1-3/4ò Hi-Rib fill)

R-37.23 in 5ò Thick R-Panel (1-3/4ò Hi-Rib fill)

Building Trim .050ò Extruded Aluminum (ASTM A-6063-T6) 

or 24-26 ga. Galvalume® steel material
24-26 ga. Galvalume® steel material

Corner Posts/Angles .093ò, Extruded Aluminum (ASTM A-6063-T6) 
16 ga. Galvanized (ASTM A-653) G90 

forming steel

Wall Panel to Roof Panel 

Connection

.055ò, Extruded Aluminum (ASTM A-6063-T6) 

or 16 ga. galvanized steel (ASTM A-653) G90
16 ga. Galvanized Steel (ASTM A-653) G90

Wall Panel to Concrete

Connection

.055ò Extruded Aluminum bottom thermal 

channel for foundation anchoring purposes

12 ga. galvanized steel sill angle for 

foundation anchoring purposes

Wind/Roof Load Capacity Up to 150 mph/Up to 72 psf Up to 150 mph/ Up to 160psf

Interior Panel Strength
149.4 lbs.ðwall liner strength

76.4 lbs.ðceiling liner strength

346.2 lbs.ðwall liner strength

213.6 lbs.ðceiling liner strength

Roof Profiles Gable style in 1/2:12, 2:12, & 4:12, & Shed same

Warranty 10 YearsðStructure/Exterior Paint
10 YearsðStructure 

20 YearsðExterior Paint

Product Applications

Control Houses- Electric/Gas Utility, Meter/Pump Houses-Gas Utility, Battery Cabinets-

Electric/Telecom, Chemical Storage-Various, Water Treatment-Various, Carports, Porches, 

Building Additions, & many more
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Panel Strength Testing

―S‖ Series—PolyStyrene

Panel Building System

―U‖ Series—PolyUrethane 

Panel Building System

Wall Liner Strength Test

Screw Tested: (1) #10x3/4ò tek screw 

screwed into 26 Ga. Galvalume liner

Weight held:

(4) 32.8 lb. concrete block(s)

(1) 18.2 lb. shelf

149.4 lbs. Total Weight

Application: Wall mounted AC/DC Panels, 

Transfer Switch, Battery Chargers, etc.

Screw Tested: (1) #10x3/4ò tek screw 

screwed into 26 Ga. Galvalume liner

Weight held:

(10) 32.8 lb. concrete block(s)

(1) 18.2 lb. shelf

346.2 lbs. Total Weight

Application: Wall mounted AC/DC Panels, 

Transfer Switch, Battery Chargers, etc.

Ceiling Liner Strength Test

Screw Tested: (1) #10x3/4ò tek screw 

screwed into 26 Ga. Galvalume liner

Weight held:

(2) 32.8 lb. concrete block(s)

(1) 10.8 lb. shelf

76.4 lbs. Total Weight

Application: Ceiling mounted ladder tray, 

heaters, lights, etc.

Screw Tested: (1) #10x3/4ò tek screw 

screwed into 16 Ga. Steel Panel Frame

Weight held:

(6) 32.8 lb. concrete block(s)

(1) 10.8 lb. shelf

213.6 lbs. Total Weight

Application: Ceiling mounted ladder tray, 

heaters, lights, etc.
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Versatile Delivery Options

Features Picture

Palletized

Applications:  Concrete pad or 

skid provided by others

Erection:  Field

ÁCost Effective 

ÁDesigned for Concrete Pad Application 

ÁMax Dimensions: 30ô w by unlimited length

ÁField Installation or Supervision Available

ÁSimple Installation w/ Numbered Panels 

ÁSequentially Palletized for Quick Install

Á3-5 Day Install on average with 4 people

Factory Pre-Assembled 

Floorless

Applications:  Concrete pad 

provided by others

Erection:  Factory in-house

Á10-Year Warranty against Water Penetration

ÁSaves $ in unnecessary Flooring Costs 

ÁConcrete Pad Application

ÁMax Dimensions: 12ô w by 21ô l by 10ô h

ÁOffloaded with Top-Mount Lifting Lugs

ÁRequires Temporary Shipping Base

Factory Pre-Assembled w/  

Floor

Applications:  Concrete pad or 

Concrete Piers

Erection: Factory in-house

Á10-Year Warranty against Water Penetration

ÁMax Dimensions: 12ô w by 36ô l by 10ô h

ÁPre-Assembled on R-16 or R-21 Insulated Panels

ÁPlywood support decking

ÁI-Beam Skid Mounted

ÁSteel Tread Plate

ÁOptional Armstrong Tile

Factory Pre-Wired

Applications:  Factory Erected 

Erection:  Factory In-house

Wiring: In-house

ÁSurface Mount (Pre-Assembly required)

ÁGeneral Purpose or Explosion

ÁProfessionally Installed by Licensed Electrician

ÁAC & DC Load centers & Panelboards

ÁCable Tray Systems

ÁAlarms

ÁHydrogen Gas Detector Packages

―S‖ Series 

Insulated Shelters

Applications:  General Purpose

ÁEmployee SheltersðSmoking or Eating

ÁCarportsðCommercial, Residential, Single/Multi Unit

ÁBuilding AdditionsðScreened or Glass 

ÁFree Standing or Attached

ÁR-12 to R-24 Insulation Values

ÁBuilding Code Compliant

Certified Field Erection or 

Certified Field Supervision

Applications: Palletized

ÁCertified, experienced, Elite factory erection 

Á10-Year Warranty against Water Penetration

ÁLump Sum price included for job completion

ÁClassified as Nonunion labor 
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Answer:

1. Elite Panel Building Systems conform to the stringent 

International Building Code 2006 requirements by 

achieving ultra-high psf results from our unique foam 

filled panels.  Our panel test results, available upon 

request, were completed by reputable independent 

labs with testing methods similar to UL with racking 

and bending tests performed.  Note: other products 

with steel only have limited capabilities and require 

various strengtheners in the walls and roof to meet 

code requirements.

2. Yes.  Elite provides all of these items plus turnkey 

packages where your product is delivered Pre-Wired 

with all the units installed and tested by a licensed 

electrician prior to shipment.

3. Yes.  Without a need for special supports, the rigid 

interior liner of our foam filled Panel Building Systems 

are designed for mounting heavy equipment directly 

to the wall and roof panels with  zinc plated tek 

screws provided by Elite.

4. The GalvalumeÈ steel in the ñUò Series includes its 

own 20-Year Warranty against fading, cracking, and 

peeling.  The ñSò Series comes with a standard 10-

Year Warranty against fading, cracking, and peeling.

5. Average lead time is 4-8 weeks.

6. Approval drawings are provided in less than 1 week 

of purchase order date.

7. No.  Each Elite Panel Building System is 

manufactured cost efficiently to your exact size 

specifications.

8. Building length is unlimited.  The building width has a 

maximum of 30 feet. 

9. Yes. Both ñSò and ñUò Series are expandable in 

length.  (See picture below)

10. Yes.  Eliteôs Certified Supervision includes a 10-Year 

Warranty against water penetration when the 3rd

party contractor follows the supervisorôs instructions.

11. Elite Panel Building Systems include:

1. All doors and accessories are factory installed 

to eliminate costly field installation time.

2. Approval Drawings  within 1 week of purchase 

order date

3. Photo Illustrated Building Erection Manual

4. Product Manuals

5. Toll Free Technical Support hotline

6. 10-Year Manufacturers Warranty

Question:

1. Why are Elite Panel Building Systems considered 

unique?

2. Does Elite provide more than just the building like 

electrical packages, HVAC units, ventilation packages, 

interior partitions, etc.? 

3. Can you mount/hang equipment from the walls and 

roof?

4. Any maintenance on Elite Buildings?

5. What is the delivery time of your products?

6. What's the turnaround time for approval drawings after 

we order?

7. Any standard building size restriction?

8. Are there any size restrictions to your buildings? 

9. Are the Elite Panel Building Systems expandable?

10. Is there a water penetration warranty if I purchase the 

optional Elite Certified Erection Supervision?

11. What is included with my Elite Panel Building System?

FAQ Section
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Door & Window Cut Sheets

(Note: More products available than listed) Product Description Picture –if available

Heavy Duty Door

Brand: CECO

Model: Versadoor

Website: cecodoor.com

Á1-3/4ò Thick

ÁR-15 Polyurethane Insulated

Á18 ga. Steel Face Plates

ÁPre-Installed in 16 ga. Steel Frame

ÁDrip Caps, Thresholds, and Trim included

ÁStandard Sizes include- 3ôx7ô, 6ôx7ô double door with 

custom sizes available

ÁAvailable in all colors-Pre-Painted with a heavy duty  

finish computer color matched to building exterior

Medium Duty Doors

Model: MD-100 & Colonial

Á1-1/2ò to 2ò Thick

ÁR-6 to R-8 PolyStyrene Insulated

ÁEmbossed Aluminum Face Plates 

ÁAluminum Frame

ÁWith or without 10ò safety glass window

ÁDrip Caps, Thresholds, and Trim included

ÁStandard Sizes include- 3ôx6ô-8ò & 6ô-6ô8ò with 

custom sizes available 

ÁStandard Colors in Tan, Gray, and White

Door Hardware

Brand: Transatlantic, Yale, 

Schlage, Vonduprin, and many 

more

ÁKeyed Lever Locks, US26D

ÁPanic Hardware-UL Listed, Wrought Steel, P#ED501

ÁCloser, Hydraulic, w/ hold open feature

ÁHasp lock

ÁDoor Glass, Wire Mesh Security

Roll Up Doors

Brand: TracRite

Model: 950

Website: tracrite.com

Á26-ga. steel door panel w/ 25-year paint warranty

ÁMinimal Backroom Required 

ÁLive axle: Door Axle rotates in bracket bearing 

during operation

ÁPermanently Sealed Ball Bearings for smooth 

operation

ÁVarious sizes available-10ôx12ô, 12ôx12ô, etc.

Windows

Brand: Diamond

Model: 9380

Website: publicsupply.com

Standard size: 28òx36ò
(other sizes available)

ÁSingle Hung, Single Tilt with Thermal Break

ÁVertical Slider

ÁTilt in sash for easy cleaning 

Á5/8" overall glazing 

ÁTempered Safety Glass

ÁLifetime Warranty 

ÁFactory Installed & Trimmed in Bldg. Color

Windows

Brand: Diamond

Model: 9780

Website: publicsupply.com

Standard size: 28òx36ò
(other sizes available)

ÁFixed with Thermal Break

Á5/8" overall glazing

ÁTempered Safety Glass

ÁLifetime Warranty 

ÁFactory Installed & Trimmed in Bldg. Color
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Option Cut Sheets

(Note: More products available than listed) Product Description Picture –if available

Cutouts

Applications:  Cable Ports, 

Piping, etc..

ÁCustomer Specified Size

ÁElite Factory Pre-Installed

ÁFramed in .055ò, Extruded Aluminum (ASTM A-

6063-T6) or 16 ga. Galvanized Steel

ÁTrimmed in Color matched Galvalume® where 

applicable

Hoods

Applications: Louver, Fans, 

Cable Ports, etc..

ÁElite Factory fabricated

ÁColor Matched Galvalume® Hood w/ bug screen

Door Hoods

Applications:  All man doors

ÁElite Factory fabricated

ÁColor Matched Galvalume® Hood w/ bug screen

Á48òW x 33òD x 18òH ïfor 3ôx7ô door

Á84òW x 33òD x 18òH ïfor 6ôx7ô door

ÁOther sizes available

Top Lifting Lugs (4)

Applications: Factory Pre-

Assembled Floorless or with 

Insulated Floor Product

ÁTop mount on building at 4 places

(Roof mount also available)

ÁColor Matched to Building Exterior

ÁEyelet for lifting chain or strap

Bottom Lifting Lugs (4)

Applications: Factory Pre-

Assembled with an Insulated 

Floor Product

ÁBottom mount on I-Beam Skid

ÁColor Matched to Building I-Beam Skid

ÁEyelet for lifting chain or strap

Temporary Shipping Base

Applications: Factory Pre-

Assembled Floorless Product 

Only

ÁSecures wall panels for shipment

ÁRemoved and discarded upon offloading of building

Insulated Floor

Applications: Factory Pre-

Assembled with Insulated Floor 

Product Only

ÅR-16 or R-21 Insulated Floor Panels with built in 26 

Ga. Galvalume® ground shield

ÅSill Trim, 26 Ga. Galvalume® on floor perimeter

ÅBuilt In Frame Supports

ÅI-Beam Skid Support

ÅCommercial Grade 1/8" Tile (optional)

ÅPlywood (optional) 
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HVAC & Heater Cut Sheets

(Note: More products available than listed) Product Description Picture –if available

HVAC

Brand: Marvair

Model: Compac I

Website: Marvair.com

Á1-6 ton models with built in 2.2 to 15kw heat

ÁAuto Changeover Thermostat for Climate Control

ÁLow Ambient Operation

ÁHigh Efficiency

ÁFactory installed disconnects except on AVP12

ÁHigh pressure switch 

ÁAdjustable compressor time delay

ÁRemote Alarm Capability

ÁPleated filters changeable from outside

ÁOptional LL357A1 Lead Lag Controller- 2 stage heat 

and cool with redundant operation

HVAC

Brand: Bard

Model:  Wall-Mount

Website: Bardhvac.com

Á1-5 ton models with built in 0 to 20kw heat

Á10.00 to 12.00 SEER 

ÁBarometric Fresh Air Damper

ÁMotorized Fresh Air Damper

ÁCommercial Room Ventilator

ÁBuilt-in Rain Hood/Top Rain Flashing

ÁEconomizer

ÁHigh & Low Pressure Switch

ÁCompressor Time Delay Relay

ÁLow Ambient Control

ÁAlarm Relay

HVAC

Brand:  Frigidaire

Model:  4YG94

Type:  Heat/Cool

Website: Frigidaire.com

ÅThrough The Wall Air Conditioner 

ÅBTUH 8000/4200, 

ÅVoltage Rating 115 V 

ÅCurrent Rating 8.5/12.0 Amps 

ÅHigh Flow 250 CFM

ÅDehumidification 1.9 Pints per Hour

ÅNEMA Plug Configuration 5-15P 

Å14.5òH x 18.5òD x 24òW

HVAC

Brand:  Frigidaire

Model:  4YG93

Type:  Cool Only

Website: Frigidaire.com

ÅThru The Wall A/C

ÅBTUH 8000

ÅVoltage Rating 115 Volts

ÅCurrent Rating 8.5 Amperes

ÅHigh Flow 250 CFM

ÅDehumidification 1.9 Pints per Hour

ÅNEMA Plug Configuration 5-15P

Å14.5òH x 18.5òD x 24òW

Heater

Brand:  Qmark

Model:  4E298

Type:  Wall Mount

Website: Qmark.com

ÅElectric Unit Heater

ÅPower Rating 2.2/3 Kilowatts

ÅHeater Voltage 208/240 Volts

ÅBTUH 10239

ÅCurrent per Phase 10.8/12.5 Amperes

ÅAir Flow 350 CFM

ÅHeat Recovery 3UG63

ÅPhase Single

ÅTemperature Rise 27 Degrees F Built In 2E569

Å7.5òD x 14òW
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Ventilation Cut Sheets

(Note: More products available than listed) Product Description Picture –if available

Fan

Brand: Dayton

Model: 2C710

ÁShutter Mounted Exhaust Fan

Á115 VAC 60 Hz, Propeller Diameter 12 Inches

ÁAir Flow @ 0.0 Inch Static Pressure 800 CFM

Á1/30 HP, Full Load Current 1.4 A

ÁMotor Speed 1550 RPM

ÁRequired Square Opening 13 Inches

ÁTotally Enclosed, Pole Sleeve Bearing Motor

Fan

Brand: Dayton

Model: 5C196

ÁShutter Mounted Exhaust Fan

Á115 VAC, 60 Hz, Propeller Diameter 36 Inches

ÁAir Flow @ 0.0 Inch Static Pressure 8225 CFM

Á1/2 HP, Full Load Current 5.6 A

ÁMotor Speed 825 RPM

ÁRequired Square Opening 37 Inches

ÁSquare Panel Size 39 1/8 Inches

ÁTotally Enclosed Ball Bearing Motor

Fan (Battery Exhaust)

Brand: Dayton

Model: 4C707

ÅBattery Exhaust Fan

ÅDuct Diameter 10 Inches

ÅMotor Voltage 120 Volts

ÅMotor Speed 1500 Revolutions per Minute

ÅCurrent Rating 1.7 Amperes

ÅAir Flow 380 CFM

ÅGrille 13 1/2 Square Inches

ÅSleeve Dimension 11 1/2 Square Inches x 5 1/2-9 

7/8 Inches

ÅNo Ductwork

Thermostat

Brand: Intermatic

Model: 3C952

ÁSingle Speed Thermostat

ÁVoltage Rating 120/240 Volts

ÁCurrent Rating 10 Amperes

ÁAdjustable Temperature 32 to 105 Degrees Fahr. 

ÁSingle Pole Double Throw Contact 

Timer

Brand: Intermatic

Model: 4WZ07

ÅUniversal Percentage Cycle Timer

ÅVoltage Rating 120-240 Volts

ÅMinimum Time Setting 30 Seconds

ÅMaximum Time Setting 30 Minutes

ÅContact Form SPST

Speed Controller

Brand: Dayton

Model: 4YC44

ÅMaximum Current Rating 3 Amperes

ÅFor Use With Aggregate Draw, Axial Roof Ventilator 

4YC86-89, 4YC48, 4YC91-93

ÅCentrifugal Roof Ventilators 4YC64-68, 4YC70, 

4HZ32-40, 4HZ42, 4YC72, 4HZ44, 4HZ46, 4HZ48, 

4HZ50
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Electrical Cut Sheets

(Note: More products available than listed) Product Description Picture –if available

Cable Tray

Brand: Cooper/B-Line

Type: Aluminum

Website: B-line.com

ÁAluminum:  6063-T6 (Side rails, Rungs and Splice 

Plates)

ÁCorrosion Resistance

ÁEasy Field Fabrication & Installation 5052-H32 

(Trough Bottoms, Covers and Accessories) 

ÁExcellent Strength to Weight Ratio

ÁExcellent Grounding Conductor

Cable Tray

Brand: Cooper/B-Line

Type: Steel

Website: B-line.com

ÁSteel:  ASTM A1011 SS Gr. 33 (14 ga. Plain Steel)

ÁElectric Shielding

ÁASTM A1008 Gr. 33 Type 2 

ÁFinish Options:  ASTM A653SS Gr. 33 G90 (Pre-

Galvanized)

ÁLow Thermal Expansion

ÁLimited Deflection

Cable Tray

Brand: Cooper/B-Line

Type: Stainless Steel

Website: B-line.com

ÁStainless Steel:  AISI Type 304 or AISI Type 316

ASTM A240

ÁSuperior Corrosion Resistance

ÁWithstands High Temperatures

Á16 & 18 ga. Plain Steel

Fluorescent Lights

Brand: Simkar

Type: Wraparound

Model: SY920

Website: Simkar.com

ÅCeiling surface mount 

ÅShallow 3 1/4ò fixture

ÅV-shaped prismatic acrylic diffuser

ÅInjection molded end caps

ÅLift and shift wraparound diffuser

ÅUnassuming light source

ÅDistributes light evenly and more effectively

ÅUpscale, high quality appearance

ÅAllows diffuser to hinge from both sides for easy 

maintenance

Fluorescent Lights

Brand: Simkar

Type: Strip Lights

Model: CH240

Website: Simkar.com

ÁSurface or pendant mount; individual, tandem or 

continuous row. 

ÁFlip up sockets (CH, CHD)

ÁCombination end plate/joiner

ÁFully wired and assembled

ÁTime saving installation

ÁEasily connects units for continuous row or wire 

through

ÁFlexible mounting options

ÁWire guards Included- part # WG 240

Hydrogen Gas Detector

Model: HGD-DR

ÁDesigned for battery charging rooms

ÁDouble Relay with Mounting/Junction Box included

ÁSenses a 1% concentration of hydrogen gas 

ÁRelays are normally open, rated 10 amps at 250 

VAC/30 VDC.

ÁPowered by 120 VAC, 50/60 Hz

ÁDimensions: 7" H X 4.5" W X 2.75" D

ÁOptional 2ò Remote Box with duplicate buzzer and 

LED's for eye level mounting and 25ft of cable

http://simkar.com/specmain/specpage/qv/SY920_1.htm
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Photo Gallery I
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Website and Customer list abbreviated

Website

Northwest Pipeline

Questar 
Santa Fe Pacific Pipeline 
Tennessee Gas Pipeline 
Union Pacific Resources 

Western Gas Supply 
Williams Field Services

Exxon 

Kerr-McGee 

Phillips Petroleum 

Texaco 

Total Petroleum 

A-N-R Pipeline 

Acadia Pipeline 

Calnev 

Colorado Interstate Gas 

El Paso Gas 

K-N Energy 

Kern River Gas Pipeline 

Koch Industries, Inc.

Chevron 

Conoco 

Mountain Fuels 

Gas Utility Customers

Rural Telephone 

Stanley Communications 

Yucca Telecommunications 

Deseret Chemical Depot-testing shelter 

AR Utility Specialist-China Lake Missile 

Base project

Terra Nitrogen 

Climax Mine 

FMC 

Hannah Coal 

Kerr-McGee Coal

Arizona Public Service 

Campbellôs Soup Company 

Churchill County Telephone 

Comnet Cellular, Inc. 

Lipan Telephone (Texas) 

McCaw - Cellular One 

Motorola Communications 

Nextel 

NIPSCO (Northern Indiana Power) 

Pioneer Communications 

Henderson Mine

Telecom & 

Miscellaneous

Customers

Oklahoma Gas & Electric 

Oncor (Texas Utilities) 

Pacificorp - Utah Power & Light 

Palmetto Electric Cooperative, Inc. 

Panhandle Rural Electric 

PG&E 

Poudre Valley Rural Electric 

Public Service Company of Colorado 

Sierra Pacific Power 

Southern Indiana Gas & Electric 

PG&E 

Wheatland Electric Coop

Arizona Public Service 

Bonneville Power Administration 

Calpine 

Delaware Electric Co-Op 

Delmarva Power & Light Company 

Empire Electric Association 

Los Alamos Power 

Madison Gas & Electric (Wisconsin) 

Montana Power Company 

Nebraska Public Power 

New York State Electric & Gas Co. 

Niagara-Mohawk Power Company

Electric Utility Customers


